
CALIFORNIA REGIONAL WA'I'ER QUALITY CON'rROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 85-90

WASTE DISCHARGE REQUIREMENTS FOR:

CALIFORNIA DEPARTMENT OF PARKS AND RECREATION
SAMUEL P. TAYLOR STATE PARK
MARIN COUNTY

The California Regional Water Quality Control Board, San
Francisco Bay Region (hereinafter Board) finds that:

1. The California Department of Parks and Recreation (the
discharger) submitted a Report of Waste Discharge dated
March 29, 1985, and additional information dated May 16,
1985, for the discharge of domestic wastewater from Samuel
P. Taylor State Park.

2. The discharger operates wastewater collection, treatment,
and disposal facilities at Taylor State Park. The park is
located in western Marin County roughly between the
unincorporated towns of Lagunitas and Olema. The park has
5 residences for park employees, 65 campsites for overnight
visitors, and peak day use in the summer of 1,200 visitors
per day.

3. wastewater facilities consist of a collection system (with
two pump stations), a treatment plant at the western park
boundary, and a spray disposal field located a short
distance from the plant (see Attachment A). The treatment
plant produces secondary effluent using a trickling filter
unit and has a design capacity of 80,000 gallons per day
(GPD). The spray disposal system operates year-round.
Both the treatment plant and the spray disposal field are
located less than 300 feet upslope from Lagunitas Creek,
waters of the State.

4. The existing wastewater facilities receive about 10,000 GPD
of wastewater (annual average), with slightly higher
summmer flows. In 1984, plant effluent had the following
characteristics:






















